EMV Clamp type Cable Gland @

Material: Nickel-plated brass

Temperature range: -40°C ~ +100°C , short-term to 120°C

Protection Degree: IP68(Using O-sealing)

Properties: Resistant to EMI shielding free of halogen and cadmium, with excellent impact

strength.
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HSM-EMV-M12(3-6.5)/K
HSM-EMV-M16(4-8)/K
HSM-EMV-M16(5-10)/K
HSM-EMV-M20(6-12)/K
HSM-EMV-M20(8-14)/K
HSM-EMV-M25(10-16)/K
HSM-EMV-M25(13-18)/k
HSM-EMV-M32(15-22)/K
HSM-EMV-M32(18-25)/K
HSM-EMV-M40(18-25)/K
HSM-EMV-M40(22-32)/K
HSM-EMV-M50(32-38)/K
HSM-EMV-M63(37-44)/K

M12X1.5
M16X1.5
M16X1.5
M20X1.5
M20X1.5
M25X1.5
M25X1.5
M32X1.5
M32X1.5
M40X1.5
M40X1.5
M50X1.5
M63X1.5
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10.0
12.0
14.0
16.0
18.0
22.0
25.0
25.0
32.0
38.0
44.0

14.0
20.0
20.0
22.0
22.0
27.0
30.0
36.0
40.0
45.0
50.0
57.0
70.0

10.0
12.0
135
15.5
17.3
19.0
21.3
26.5
29.5
29.5
36.2
43.5
49.0

37.0
40.0
40.0
43.0
423
443
50.9
52.8
56.6
58.9
67.6
68.7
69.3

2.7
3.0
3.0
3.0
3.0
3.2
3.5
4.0
4.5
4.5
4.5
5.0
5.5

6.0
7.0
7.0
8.0
8.0
8.0
8.0
9.0
8.0
9.0
12.0
12.0
12.0

K10-16
K12-22
K12-22
K12-22
K16-27
K16-27
K20-32
K25-40
K25-45
K25-45
K32-50
K40-60
K50-70

25
25
25
25
25
15
15
10
10
10
10
5



